Web Images Maps News Shopping Gmai! more T luke.osborne@qmail.com I Web History I My Account I Sign out 

Google 



Web Results 1 - 1 0 of about 26,1 00 for qos Fractional Sum Difference . (0.22 seconds) 

Journal of Network and Computer Applications : Fractional alpha .■. 
Fractional alpha stable network traffic model and its application in QoS ... The flow rate is the 

sum of the streams rate. (2) The ON/OFF data stream is an ... 



Mixed service management with QoS control for GlRAN - the GSM/EDGE . 
Set power difference to sum of differences in C/l re-, quirement and C/l percentiles. ... 
tolerating a higher fractional loading than the voice bear- ... 
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[PDF] A Statistical Model for AHocaiing Bandwidth to Best-Effort ■.. - 12/21/07 
File Format: PDF/Adobe Acrobat - View as HTML 

Fractional Sum-difference (FSD) Models for Best-Effort Traffic ... QoS delay delay criteria, 
target maximum delay,, (sec), delay frequency,, j. (fraction of ... 

w\!yw.saniSi.lnfo/200304/int/ccht-5min/ccht-cleve!and.pdf - S|rr!i!ar.pages - NoteU)is 

Network D ata Workshop Abstrscts 

For each variable, a very simple fractional sum-difference (FSD) time series ... (QoS) of a 
leased network or a third party network that affects the QoS of ... 

www,niss.org/affi!iates/n8tworkshop200103/abstracts.htr^il - 24k - 



ICQN'OQ: Hierarchical QoS Routing in A TM Networks Based on MDP ^ 
Since each connection requires different QoS guarantees, and, thus, brings different rewards 
to the network, we adopt the. fractional reward-loss as the ... 

do^.!eeecomputersocie^y.org/10.1109/iCON.2000.8?5782 - Simi{ar,eages - Notejhis 

[Paper! QoS Weighted Scheduling: Real-Time Streaming of Mult! .■. 

P frame carries difference between its preceding and succeeding I or P frames Sum of 

the packet sizes denotes the fraction of data lost. ... 

www actapress.com/PDFViev/er.aspx7paperid~29415 - SjmiiaLP^ass - NgteJlM 

Predictive and Adaptive Bandwidth Reservation for Hand-Offs in QoS .■. 
the total sum of fractional, bandwidths. of the. expected, hand-offs .... ing any difference. A 
hand-off. could fail due to insufficient, bandwidth ... 

V 5.0^ 0'C!tation.cfm?doid=285243.285278 - Simnar^gages - 

[PDF] Internet Tr affic: Statisticai Multiplexing Gains 

File Format: PDF/Adobe Acrobat - View as HTML 

which we call fractional sum difference (FSD) models and FSD- fixed QoS criterion, 

such as 0.5% packet loss, results in a uti- ... 

cm.beii-labs.corrv'cnVms/'departments/sia/doc/rrRjItiplexgains.pdf - Simnar gages - Note this 



Adaptive admission control method and apparatus for guaranteeing .■. 
Thus, the QoS provisioning in wireless networks becomes more difficult to ... is calculated by 
estimating the total sum of fractional bandwidths of the ... 

www.patentstorm us/patenta/6950656-description.html - 82k - 
Q§.Qbed - Simijar.pa^es - Noje this 

LNCS 3042 - A Family of Performance Bounds for QoS Measures in .■. 
is the link saturation probability which con-esponds to the fraction of time when, the sum of 
the instantaneous (or average over a sufficiently small time ... 

wvvw,springerlink.com/index/A87PTRBAK47YCNHQ,pdf ~ Sim[iar pages - Note this 
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